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Technical specifications are subject to change without notice. 06.2024

post top luminaire

ALBRECHT /1 B-HU LED

heritage luminaire

recom. pole height: 	 3.00m – 5.00m
light standards:	 for medium lighting requirements 
lamp:	 incl. 1 B-HU LED module with 4 LED-cones
colour temperature: 	 2.400K or 2.700K warm white
LED gear:	 incl. �electronic driver, up to 50.000 hours
LED life expectancy: 	� up to 50.000 hours/L10 for minimum maintenance 

costs due to an excellent thermal management
light control: 	� at extra cost: individual dimming or night switch 

for 2 of 4 LED-cones
optical system:	 glare-free LED-cones, direct beam
light distribution: 	 symmetrical
luminaire head: 	� incl. canopy with top and 6 decor elements with 

hinge, made of cast aluminium, powder coated; 
incl. remote ignition imitation and incl. brass tube, 
brushed and polished

glazing: 	� PMMA RESIST, clear, high-impact
colour:	� DB 703; other RAL or DB colour without extra 

cost on request
wiring: 	� completely wired, incl. cable until access door
installation:	� for heritage columns to be screwed on or for poles 

with top entry ø 76mm using the adapter AD 76
accessories: 	� heritage pole or standard pole, wall bracket, ad-

apter, pedestal, pole accessories, fixing material 
for the wall installation – to be ordered separately

application areas:	� parkways, boulevards, schools, hotels, factory 
premises, residential and local distributor roads, 
squares, car parks
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lamp kg product code

B-HU LED 36W/2.200lm/2.400K 5.706.9004.05LK1UM1
B-HU LED 36W/2.200lm/2.700K 5.706.9009.05LK1UM1

dim settings according to customer´s request
with programmable driver 5.706.xxxx.05LK3UM1-93

class II at extra cost (add “S” at the end)

 |  |  | EN 60598-2-3 | IP 65 | 220V – 240V / 50Hz – 60Hz


