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EN 60598-2-3

10kV

220 – 240V / 50 – 60Hz

IK 08

RA 70   CRI 70

IP 65

AC / DC

7,00m WA: 0,95m2 

5,50m WA: 0,72m2 

IP 66
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TECHNISCHE LEUCHTEN IM ELEGANTEN DESIGN.    TECHNICAL LUMINAIRES IN AN ELEGANT DESIGN.

Hauptanwendungen: 
application areas: 

Straßen & Wege
roads & paths

Park- & Grünanlagen
parks

Objekte & Gebäude
objects & buildings

Schulen & Kindergärten
schools & kindergartens

Märkte & Plätze
markets & squares

Rast- & Parkplätze
car parks
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•  Leuchtenkopf inkl. Ansatzstück aus Aluminiumdruckguss, pulverbe-
schichtet

•  inkl. konischem Sondermast, aus feuerverzinktem Stahl, mit Masttür 
für Kabelübergangskasten, mit Verschlusskappe, pulverbeschichtet

•  inkl. angeschweißtem Ausleger, 15° Neigung, aus feuerverzinktem 
Stahl, mit Verschlusskappe, pulverbeschichtet

•  Abdeckung aus Einscheiben-Sicherheitsglas, klar, fl ach bzw. ge-
wölbt

•  Leuchtenkopf komplett verdrahtet; mit Hilfe einer Steckkupplung im 
Inneren des Leuchtenkopfes 

• mit Erdstück am Mast; auf Anfrage auch mit Flanschplatte lieferbar
•  separat zu bestellen: Kabel, Kabelübergangskasten, Mastzubehör, 

Lichtschott zur rückseitigen Entblendung

•  luminaire head incl. adapter for side entry made of die cast alumi-
nium, powder coated

•  incl. conical pol, made of hot dip galvanised steel, with door for 
cable junction box, with end cap, powder coated

•  incl. straight bracket, 15° inclination, welded to the pole, made of 
hot dip galvanised steel, with end cap, powder coated

• glazing made of toughened glass glazing, clear, fl at or curved
•  luminaire head completely wired; via a plug and socket connector 

within the luminaire head
• with root; on request with fl ange plate
•  to be ordered separately: cable, cable junction box, pole accesso-

ries, back light shield for non-glare on the rear side

DA LED
Varianten für Farbtemperatur: 1.800K (Amber) / 2.200K / 
2.700K / 3.000K / 4.000K / 5.700K
variants for colour temperature: 1,800K (amber) / 2,200K / 
2,700K / 3,000K / 4,000K / 5,700K 

Varianten für Lichtverteilung: 
028: asymmetrisch breitstrahlend
058: symmetrisch
138: asymmetrisch tiefbreitstrahlend
268: eng- und breitstrahlend
078: rechtsstrahlend
variants for light distribution: 
028: asymmetrical wide beam
058: symmetrical
138 asymmetrical deep wide beam
268: narrow and wide beam
078: right beam

Bereich Lichtstrom: 2.000lm - 11.400lm
lumen range: 2,000lm - 11,400lm

optisches System: Linsentechnologie; DARK SKY
optical system: lens technology; DARK SKY

ALFONS I DA AT - 6,00m
fl ach   fl at
DA+ 2x8/028 LED 11W/2.100lm/4.000K 9.136.8115.26028
DA+ 2x8/028 LED 17W/3.000lm/4.000K 9.136.8124.26028
DA+ 2x8/028 LED 28W/4.500lm/4.000K 9.136.8130.26028
DA+ 2x8/028 LED 34W/6.000lm/4.000K(2) 9.136.8224.26028
DA+ 2x8/028 LED 45W/7.600lm/4.000K(2) 9.136.8228.26028
DA+ 2x8/028 LED 55W/9.000lm/4.000K(2) 9.136.8230.26028
DA+ 2x8/028 LED 67W/11.400lm/4.000K(3) 9.136.8328.26028

DA+ 2x8/028 LED 12W/2.000lm/3.000K 9.136.8115.26028-3
DA+ 2x8/028 LED 18W/2.900lm/3.000K 9.136.8124.26028-3
DA+ 2x8/028 LED 29W/4.400lm/3.000K 9.136.8130.26028-3
DA+ 2x8/028 LED 35W/5.800lm/3.000K(2) 9.136.8224.26028-3
DA+ 2x8/028 LED 47W/7.400lm/3.000K(2) 9.136.8228.26028-3
DA+ 2x8/028 LED 57W/8.800lm/3.000K(2) 9.136.8230.26028-3
DA+ 2x8/028 LED 70W/11.100lm/3.000K(3) 9.136.8328.26028-3

gewölbt   curved 9.136.xxxx.16xxx(-3)

(2) 2 Module   2 modules / (3) 3 Module   3 modules

ALFONS I DA AT - 4,50m
fl ach   fl at
DA+ 2x8/028 LED 11W/2.100lm/4.000K 9.136.8115.25028
DA+ 2x8/028 LED 17W/3.000lm/4.000K 9.136.8124.25028
DA+ 2x8/028 LED 28W/4.500lm/4.000K 9.136.8130.25028
DA+ 2x8/028 LED 34W/6.000lm/4.000K(2) 9.136.8224.25028
DA+ 2x8/028 LED 45W/7.600lm/4.000K(2) 9.136.8228.25028
DA+ 2x8/028 LED 55W/9.000lm/4.000K(2) 9.136.8230.25028
DA+ 2x8/028 LED 67W/11.400lm/4.000K(3) 9.136.8328.25028

DA+ 2x8/028 LED 12W/2.000lm/3.000K 9.136.8115.25028-3
DA+ 2x8/028 LED 18W/2.900lm/3.000K 9.136.8124.25028-3
DA+ 2x8/028 LED 29W/4.400lm/3.000K 9.136.8130.25028-3
DA+ 2x8/028 LED 35W/5.800lm/3.000K(2) 9.136.8224.25028-3
DA+ 2x8/028 LED 47W/7.400lm/3.000K(2) 9.136.8228.25028-3
DA+ 2x8/028 LED 57W/8.800lm/3.000K(2) 9.136.8230.25028-3
DA+ 2x8/028 LED 70W/11.100lm/3.000K(3) 9.136.8328.25028-3

gewölbt   curved 9.136.xxxx.15xxx(-3)
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