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post top luminaire

ALFRED /17 PL-LS LED ZS
recom. pole height:  3.00m – 5.00m
light standards:  low and medium lighting requirements
lamp:   incl. 1 glare free PL-LS LED module 
colour temperature:  3,000K warm white or 4,000K neutral white
surge protection: 10kV
LED gear:   incl. programmable, Zhaga Book18 compliant and D4i-

certifi ed driver with SR interface and data communica-
tion, in combination with 2 pieces of standardised Zhaga 
socket at the top and bottom, as well as integrated „Con-
stant Light Output“ (CLO) function to keep the luminous 
fl ux of the LEDs constant over the entire Useful life (up 
to 100,000 hours / B10)

LED life expectancy:     65,000 hours/ L100/ B10; 100,000 hours/ L90 /B10  for 
minimum maintenance costs due to an excellent ther-
mal management

light control:   at extra cost: dimming, power reduction; future-proof 
Zhaga socket in the cap, suitable for retrofi tting the lu-
minaire with Hub light control systems, e.g. CLEVER 
LIGHT, CityTouch Ready, i.a.

optical system:  with inner laying satined antiglare tube
light distribution:  symmetrical, asymmetrical or asymmetrical with back 

shield
luminaire head:  incl. canopy with hinge made of stainless steel with de-

corative tip made of hot-dip galvanised steel (removable 
for installation of the Zhaga module); powder coated

colour:   DB 703; other RAL or DB colour without extra cost on 
request

glazing:  polycarbonate, clear, UV-stabilised
wiring:   completely wired; incl. cable until access door (please 

specify pole height when ordering)
installation:  to be screwed on heritage pole
accessory:   heritage pole, pole accessories – to be ordered separa-

tely
application areas:   residential and local distribution roads, car parks, 

schools, hotels, factory premises, paths, squares, parks

lamp kg product code

symmetrical
PL-LS LED 11W/2,000lm/3,000K 17.0 5.705.9724.05-1LK17-ZS
PL-LS LED 16W/3,000lm/3,000K 17.0 5.705.9733.05-1LK17-ZS
PL-LS LED 22W/4,000lm/3,000K 17.0 5.705.9744.05-1LK17-ZS

PL-LS LED 10W/2,000lm/4,000K 17.0 5.705.9722.05-1LK17-ZS
PL-LS LED 15W/3,000lm/4,000K 17.0 5.705.9833.05-1LK17-ZS
PL-LS LED 21W/4,000lm/4,000K 17.0 5.705.9745.05-1LK17-ZS

asymmetrical 5.705.xxxx.05-5LK17-ZS
asymmetrical with back shield 5.705.xxxx.05-6LK17-ZS

power reduction without pilot-line, dimming level
and time according to customer’s request 5.705.xxxx.05-xLK17-ZS-93

power reduction with pilot-line, dimming level
and logic according to customer‘s request 5.705.xxxx.05-xLK17-ZS-94

class II – at extra cost (add “S“ at the end)

symmetrical
height: 4.50m; area: 30m x 30m

asymmetrical
height: 4.50m; area: 30m x 30m
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heritage luminaire

 |  |  | EN 60598-2-3 | IP 65 | IK 08 | CRI 80 | 220V – 240V / 50Hz – 60Hz
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