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220 - 240V / 50 — 60Hz

4,50m WA: 0,90
6,00m WA: 1,2m?

DAHLIA P WA: 0,18m?
© Daniel Libeskind / Nick Hufton

OFFENES STELENDESIGN F R INNOVATIVE ORTE. OPEN COLUMN DESIGN FOR INNOVATIVE PLACES. DB 703

Hauptanwendungen:
application areas:

M rkte & Pl tze Park- & Gr nanlagen Objekte & Geb ude Freizeit & Erholung Schulen & Kinderg rten Rast- & Parkpl tze
markets & squares parks objects & buildings recreation & leisure schools & kindergartens car parks
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DAHLIA LI FLS

DAHLIA P I FLS

FLS LED
Varianten f r Farbtemperatur: 2.700K / 3.000K / 4.000K
variants for colour temperature: 2,700K / 3,000K / 4,000K

Varianten f r Lichtverteilung:
FLS-S: oval breitstrahlend

FLS-A: asymmetrisch breitstrahlend
FLS-P: rotationssymmetrisch
variants for light distribution:

FLS-S: oval wide beam

FLS-A: asymmetrical wide beam
FLS-P: symmetrical

Bereich Lichtstrom: 1.660Im - 3.714Im
lumen range: 1,660Im - 3,714Im

optisches System: Linsentfechnologie; DARK SKY
optical system: lens technology; DARK SKY

DAHLIALI, P

klare Abdeckung clear glazing
opale Abdeckung opal glazing

Leuchtenk rper aus Aluminium mit 1 bzw. 2 T ren f r Kabel ber-
gangskasten und Treiber; Leuchtenkopf abnehmbar,; pulverbe-
schichtet
Abdeckung aus PMMA RESIST, klar bzw. opal (DAHLIA P), schlagz h
komplett verdrahtet; mit freien Leitungsenden; DAHLIA P: mit Kabel-
bergangskasten f r 2 Kabel bis 5 x 16mm?, 3 Kabel bis 5 x 10mm?
DAHLIA L: mit Erdst ck am Standrohr zum Einsetzen in das Erdreich
oder mit Flanschplatte zum Aufschrauben auf bauseitigem Be-
tonfundament oder auf zus tzlichem Eingrabst ck; DAHLIA P: mit
Flanschplatte zum Aufschrauben auf bauseitigem Betonfundament
oder auf zus tzlichem Eingrabst ck
separat zu bestellen: Kabel bergangskasten (DAHLIA L), Eingrab-
st ck (Q300/LS240/800-50 f r 4,50m; Q300/LS240/1000-50 f r 6,00m;
Q300/LS250/500 f r DAHLIA P) mit Schrauben

luminaire body made of aluminium with 1 or 2 access doors for
cable junction box and driver; luminaire head completely
detachable; powder coated

glazing made of PMMA RESIST, clear or opal (DAHLIA P), high-im-
pact resistant

completely wired; incl. cable; DAHLA P: incl. cable junction box for
cable up to 5 x 16mm?, 3 cables up to 5 x 10mm?2

DAHLIA L: with root to be set into the ground or with flange pla-
te to be screwed on a concrete foundation on site or on an
additional bolt-on root; DAHLIA P: with flange plate to
be screwed on a concrete foundation on site or on an
additional bolt-on root

to be ordered separately: cable junction box (DAHLIA L), bolt-on
root (Q300/LS240/800-50 for 4.50m; Q300/LS240/1000-50 for 6.00m;
Q300/LS250/500 for DAHLIA P) with screws

LUMINOUS COLUMN | BOLLARD

LICHTSTELE | POLLERLEUCHTE
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DAHLIA LI FLS - 4,50m DAHLIA P | FLS —
mit Erdst ck with root klar, mit Flanschplatte clear, with flange plate CLEVER
FLS-S LED 22W/2.960Im/3.000K 6.102.8071.01CE FLS-S LED 11W/1.660Im/3.000K 6.802.8371.01 LIGHT
FLS-A LED 22W/2.960Im/3.000K 6.102.8073.01CE FLS-A LED 11W/1.660Im/3.000K 6.802.8373.01
FLS-P LED 22W/2.960Im/3.000K 6.102.8075.01CE FLS-P LED 11W/1.660Im/3.000K 6.802.8375.01 Ig\BL
FLS-S LED 22W/3.270Im/4.000K 6.102.8072.01CE FLS-S LED 11W/1.830Im/4.000K 6.802.8372.01
FLS-A LED 22W/3.270Im/4.000K 6.102.8074.01CE FLS-A LED 1T1W/1.830Im/4.000K 6.802.8374.01 DIM
FLS-P LED 22W/3.270Im/4.000K 6.102.8076.01CE FLS-P LED 11W/1.830Im/4.000K 6.802.8376.01
mit Flanschplatte with flange plate 6.102. OTxF opal opal 6.802. .00 @
6,00mH he 6.00m height 6.102. O1F
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