
 

CLO

EN 60598-2-3

220 – 240V / 50 – 60Hz

IK 08

IP 65

DB 703

FRANZ I WA: 0,14m2 

HL FRANZ V WA: 0,27m2

AC / DC

10kV

RA 70   CRI 70
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Draufsicht:
top view:

ATTRAKTIVE UND FUNKTIONELLE ANMUTUNG IM ORTSBILD.    ATTRACTIVE AND FUNCTIONAL APPEARANCE IN THE CITYSCAPE.

Rast- & Parkplätze
car parks

Park- & Grünanlagen
parks

Objekte & Gebäude
objects & buildings

Schulen & Kindergärten
schools & kindergartens

Märkte & Plätze
markets & squares

Freizeit & Erholung
recreation & leisure

Hauptanwendungen: empfohlene Masthöhe 3,00m - 6,00m
application areas: recommended pole height 3.00m - 6.00m
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•  Leuchtenkopf aus Aluminium und Edelstahl, mit Kappe aus Alumi-
nium; pulverbeschichtet

• Abdeckung aus PMMA RESIST, satiniert, schlagzäh
•  komplett verdrahtet; FRANZ I: mit freien Leitungsenden bis zur Mast-

tür; FRANZ V: bis Anschlussklemme im montagefreundlichen Abhän-
geadapter

•  FRANZ I: für Mastzopf ø 76mm; HL FRANZ V: inkl. Abhängeadap-
ter zur montagefreundlichen Befestigung an Überspannungsseilen 
(ø 5 - ø 10mm) mit Möglichkeit zur horizontalen und vertikalen Aus-
richtung der Leuchte, Neigung +15°/-15°; zur Durchverdrahtung ge-
eignet

•  separat zu bestellen: Mast, Mastzubehör, Lichtschott zur rückseiti-
gen Entblendung

•  luminaire head made of aluminium and stainless steel, with cap of 
aluminium; powder coated

• glazing made of PMMA RESIST, satined, high-impact resistant
•  completely wired; via a plug and socket connector outside the lu-

minaire head 
•  FRANZ I: for post top ø 76mm; HL FRANZ V: incl. suspension device 

for installation-friendly fi xing on steel cables (ø 5mm - ø 10mm) with 
the possibility for horizontal and vertical alignment of the luminaire, 
inclination +15°/-15°; suitable for loop in and loop out

•  to be ordered separately: pole, pole accessories, back light shield 
for no glare on the rear side

FRANZ I DA - MASTAUFSATZLEUCHTE   POST TOP LUMINAIRE
DA+ 2x4/028 LED 13W/2.200lm/3.000K(2) 9.100.8207.08028-3
DA+ 2x4/028 LED 20W/3.200lm/3.000K(2) 9.100.8212.08028-3
DA+ 2x4/028 LED 26W/4.000lm/3.000K(2) 9.100.8227.08028-3
DA+ 2x4/028 LED 12W/2.300lm/4.000K(2) 9.100.8207.08028
DA+ 2x4/028 LED 19W/3.300lm/4.000K(2) 9.100.8212.08028
DA+ 2x4/028 LED 25W/4.100lm/4.000K(2) 9.100.8227.08028

DA+ 2x4/058 LED 13W/2.200lm/3.000K(2) 9.100.8207.08058-3
DA+ 2x4/058 LED 20W/3.200lm/3.000K(2) 9.100.8212.08058-3
DA+ 2x4/058 LED 26W/4.000lm/3.000K(2) 9.100.8227.08058-3
DA+ 2x4/058 LED 12W/2.300lm/4.000K(2) 9.100.8207.08058
DA+ 2x4/058 LED 19W/3.300lm/4.000K(2) 9.100.8212.08058
DA+ 2x4/058 LED 25W/4.100lm/4.000K(2) 9.100.8227.08058

DA LED
Varianten für Farbtemperatur: 1.800K (Amber) / 2.200K / 
2.700K / 3.000K / 4.000K / 5.700K
variants for colour temperature: 1,800K (amber) / 2,200K / 
2,700K / 3,000K / 4,000K / 5,700K 

Varianten für Lichtverteilung: 
028: asymmetrisch breitstrahlend
058: symmetrisch
268: eng- und breitstrahlend
variants for light distribution: 
028: asymmetrical wide beam
058: symmetrical
268: narrow and wide beam

Bereich Lichtstrom: 2.200lm - 7.600lm
lumen range: 2,200lm - 7,600lm

optisches System: sanfte, gerichtete Linsentechnologie
optical system: soft, directed lens technology

HL FRANZ V DA  - HÄNGELEUCHTE   SUSPENDED LUMINAIRE
DA+ 2x8/028 LED 23W/4.000lm/3.000K(2) 9.113.8215.08028-3
DA+ 2x8/028 LED 27W/4.600lm/3.000K(2) 9.113.8218.08028-3
DA+ 2x8/028 LED 35W/5.800lm/3.000K(2) 9.113.8224.08028-3
DA+ 2x8/028 LED 47W/7.400lm/3.000K(2) 9.113.8228.08028-3

DA+ 2x8/028 LED 23W/4.200lm/4.000K(2) 9.113.8215.08028
DA+ 2x8/028 LED 27W/4.800lm/4.000K(2) 9.113.8218.08028
DA+ 2x8/028 LED 34W/6.000lm/4.000K(2) 9.113.8224.08028
DA+ 2x8/028 LED 45W/7.600lm/4.000K(2) 9.113.8228.08028

(2) 2 Module   2 modules
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