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lamp kg product code

beam: 15°, symmetrical narrow beam
LED 80W/8,500lm/3,000K 3,3 6.119.9096.13-3015
LED 80W/8,900lm/4,000K 3,3 6.119.9096.13-4015
LED 80W/8,900lm/5,000K 3,3 6.119.9096.13-5015

beam: 28°, symmetrical
LED 80W/8,500lm/3,000K 3,3 6.119.9096.13-3028
LED 80W/8,900lm/4,000K 3,3 6.119.9096.13-4028
LED 80W/8,900lm/5,000K 3,3 6.119.9096.13-5028

beam: 45°, symmetrical
LED 80W/8,500lm/3,000K 3,3 6.119.9096.13-3045
LED 80W/8,900lm/4,000K 3,3 6.119.9096.13-4045
LED 80W/8,900lm/5,000K 3,3 6.119.9096.13-5045

beam: 120°, symmetrical wide beam
LED 80W/8,500lm/3,000K 3,3 6.119.9096.13-30120
LED 80W/8,900lm/4,000K 3,3 6.119.9096.13-40120
LED 80W/8,900lm/5,000K 3,3 6.119.9096.13-50120

light standards:	 medium lighting requirements
lamp:	� incl. 12 High Power LEDs
colour temperature: 	�3,000K warm white, 4,000K neutral white or 

5,000K cold white; other color temperatures on 
request

surge protection: 4kV
LED gear:	�� incl. electronic driver, in heat sink integrated,  con-

tinuous adjustable (55W - 124W), lumenous flux 
adjustable

LED life expectancy:  60.000 hours/ L80 / B10 for minimum maintenance 
costs due to an excellent thermal management

optical system:	 lense system for efficient alignment
light distribution:	� symmetrical, symmetrical narrow beam or sym-

metrical wide beam
beam:	 15°, 45°, 28° or 120°
ambient temperature:	 -40°C up to 50°C
luminaire body:	� made of aluminium made of corrosion-resistant 

cast aluminium; black; anodised
bracket:	 made of satinless steel
glanzing:	 polycarbonate, clear, UV-stabilised
wiring:	� incl. 350mm cable pre-assembled 
glazing: 	 polycarbonate, clear, UV-stabilised
installation:	� to fixed on a pole
accessory:	� traverse, pole – to be ordered separately
application areas:	� paths, squares or trees, facades, sculptures, lo-

gos, sports fields, big car parks, storage areas, 
construction sites, facade lighting
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