LEIPZIGER
LEUCHTEN

C€l @ | EN 12464-1 | with safty glas: IP 54 | without safty glas: IP 23

high bay

220V — 240V / 50Hz — 60Hz

RONJA HSL TB LED PROFESSIONAL

mounting height:
light standards:
lamp:

colour temperature:
surge protection:
LED gear:

installation:
accessory:

application areas:

lamp kg product code

LED life expectancy:
light control:

ambient temperature:
optical system:

light distribution:
luminaire head:

glazing:

wiring:

7.00m — 12.00m

medium and high lighting requirements

incl. 1 CLE-2 LED module

4,000K neutral white or 3,000K warm white

10 kV

incl. programmable driver with DALI interface,
suitable for intelligent light management systems;
AC/DC compatible (100-240V AC / 100-250V
DC)

60.000 hours/L70/B10

at extra cost: power reduction or dimming

max. 40° C

reflector made of highest grade aluminium, polis-
hed and anodised

symmetrical deep-wide beam

housing made of anodised, extruded aluminium
sections

safety glazing made of clear toughened glass gla-
zing with stainless steel clips and silicone gasket,
to be hinged down, with safety hook against falling
down; using the glazing: IP 54

luminaire head completely wired; via a clamp
within the luminaire head

for surface mounting; excl. chain

fixing materials, e.g. chains; safety glass, traver-
se, safety grid, loop in and loop out - to be orde-
red separately

industry and sports facilities, schools, petrol sta-
tions, warehouses, storage buildings, car parks,
venues

223 390

CLE-2 LED 133W/25.200lm/4.000K 9,0 9.407.9920.282-93
CLE-2 LED 133W/24.200Im/3.000K 9,0 9.407.9920.282-3-93

accessory:
traverse - arragement for 2 high bays, hot dip galvanised

T 3,2 9.907.0010.00
safety grid - made of galvanised steel wire

SG 0,5 9.904.0009.00

Technical specifications are subject to change without notice. 06.2024
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