
 

EN 60598-2-3

     

220 - 240V / 50 - 60Hz

IK 08

RA 70   CRI 70

IP 65

WA: 0,25m2 
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DER PFIFFIGE LICHTHOCKER ZUM SITZEN.    THE SMART LIGHT CUBE FOR SITTING.

Hauptanwendungen: 
application areas: 

Park- & Grünanlagen
parks

Objekte & Gebäude
objects & buildings

Schulen & Kindergärten
schools & kindergartens

Märkte & Plätze
markets & squares

Freizeit & Erholung
recreation & leisure
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• Lichtautritt nach 4 Seiten
•  Leuchtenkörper aus Edelstahl V2A (304) mit Ziergitter bzw. Motiv 

und mit Schattenfuge; pulverbeschichtet bzw. geschliffen und pas-
siviert; Motiv individuelles Design nach Kundenwunsch

•  Abdeckung aus PMMA RESIST, opal, schlagzäh
•  komplett verdrahtet
•  mit integrierter Flanschplatte zum Aufschrauben auf bauseitigem 

Betonfundament bzw. Säule

• light emission at 4 sides
•  luminaire body made of made of stainless steel V2A (304) with de-

corative grille or motif and shadow gap; powder coated or brus-
hed and passivated; motif individually adjustable according to the 
customers

•   glazing made of PMMA RESIST, opal, high-impact-resistant
•  completely wired
•  with integrated fl ange plate to be screwed on a concrete 

foundation on site or pillar

DA LED - indirekt  indirect
Varianten für Farbtemperatur: 
1.800K (Amber) / 2.200K / 2.700K / 3.000K / 4.000K / 5.700K
Sicherheitsbeleuchtung: 3.000K / 4.000K
variants for colour temperature: 
1,800K (amber) / 2,200K / 2,700K / 3,000K / 4,000K / 5,700K
safety lighting: 3,000K / 4,000K

Lichtverteilung: symmetrisch; asymmetrisch auf Anfrage
light distribution: symmetrical; asymmetrical on request

Bereich Lichtstrom: 2.000lm - 4.200lm
lumen range: 2,000lm - 4,200lm

optisches System: indirektes Licht mit Refl ektortechnologie 
zur gerichteten Rückstrahlung
optical system: indirected light with refl ector technology to be 
directed 

KORA I/550 M DA
pulverbeschichtet   powder coated
DA LED 27W/4.000lm/3.000K(2) 9.825.8215.500-B-3
DA LED 26W/4.200lm/4.000K(2) 9.825.8215.500-B

geschliffen und passiviert   brushed and passivated
DA LED 27W/4.000lm/3.000K(2) 9.825.8215.530-B-3
DA LED 26W/4.200lm/4.000K(2) 9.825.8215.530-B

2) 2 Module   2 modules

KORA I/550 DA
pulverbeschichtet   powder coated
DA LED 27W/4.000lm/3.000K(2) 9.825.8215.500-3
DA LED 26W/4.200lm/4.000K(2) 9.825.8215.500

geschliffen und passiviert   brushed and passivated
DA LED 27W/4.000lm/3.000K(2) 9.825.8215.530-3
DA LED 26W/4.200lm/4.000K(2) 9.825.8215.530

KORA I/550, I/550 M

LI
C

H
TH

O
C

KE
R

LI
G

H
T 

C
U

BE

KO
R

A
 I/

55
0 

D
A

KO
R

A
 I/

55
0 

M
 D

A

129


