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MaRe:
Form:

1000mm/ 2260mm x 279mm/ T r: 500mm
quadratisches Standrohr mit 2 Stk. ange-
schraubten angen Fahrradanlehnb geln aus
Quadratrohr an beiden Seiten

- Edelstahl, V2A (304) pulverbeschichtet bzw.
geschliffen und passiviert

- beidseitiger Anlehnschutz am Fahrradanlehn-
b gel, aus naturbelassenem Kambala Holz
(FSC zertifiziert)
DB 703; andere RAL- oder DB-Farben ohne
Mehrpreis auf Anfrage

Tn - herausnehmbar

- mit Profilzylinderschloss, inkl. 2 Schl sseln

Ausf hrung:

Farbe:

Ausstattung: - 4 Stk. auBenliegende Schutzkontaktsteckdo-
sen
- mit 1 Stk. integriertem Z hler
- Absicherung ber 4 Stk. FI/LS Kombination
Betrieb: frei zug ngliche Steckdosen
Montage: V3: mit Erdst ck zum Einsetzen in das Erdreich

Anwendungsbereiche: f 1 ffentliche und private Bereiche, wie z.B.
M rkte, Pl tze, Hotels, Schulen, Kinderg rten,
Firmengel nde, Campingpl tze

Produkt kg Bestellnummer
LOTTA FE XIIl H

Edelstahl, pulverbeschichtet
Edelstahl, geschliffen und passiviert

77,4  6.998.0025.01PZ-2-45Z
77,4  6.998.0025.31PZ-2-4SZ

4 Stk. Schutzkontaktsteckdose 16A / 250V, IP44 abgesichert ber
4 Stk. kombinierte FI/ LS 6A 1p+N 30mA B Typ A

1 Stk. Wechselstromz hler DIGI 32A/ 230V ber alle Ausg nge

1 Stk. Anschlussklemme f rmax. 3 x 10mm?

1 Stk. Kabelverschraubung M25 (g 13-18mm)

dimensions: 1000mm/ 2260mm x 279mm/ door: 500mm
shape: square fube section with 2 pcs. screwed long
bicycle stands on both sides made of square
tube sections
finish: - stainless steel V2A (304), powder coated or
brushed and passivated
- leaning protection on both sides of the bicycle
stands, made of natural Kombala wood
colour: DB 703; other RAL or DB colour without extra
cost on request
door: - lift off (removable)
- with profile cylinder lock, incl. 2 keys
equipment: - 4 pcs. external sockets

-incl. 1 pc. integrated meter

- 4 pcs. fuses with miniature circuit breaker and
residual current circuit breaker in combination
freely accessible sockets
V3: with root to be set into the ground
for public and private areas, such as e.g. mar-
kets, squares, hotels, schools, kindergartens,
company premises, camping sites

operation mode:
installation:
application areas:

product kg product code
LOTTA FE XIIl H

stainless steel, powder coated
stainless steel, brushed and passivated

77.4  6.998.0025.01PZ-2-4SZ
77.4  6.998.0025.31PZ-2-4SZ

4 pcs. sockets 16A / 250V, IP44, fused over

4 pcs. combined RCBOs 6A Tp+N 30mA B type A
1 pc. AC meter DIGI 32A/ 250V over all outlets

1 pc. terminal clamp for max. 3 x 10mm?

1 pc. cable gland M25 (g 13-18mm)
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