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Installation Instruction
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MAL NOA I/II
with plug / socket  
with DA-LED

The light is wired and ready for 
connection.
 
Connect the connecting cable (1) to 
the socket (2) (included with the light) 
and insert it into the plug (3). Then 
thread it through the mast (4) and 
connect it to the cable junction box 
(not included).
 
Place the complete light head on the 
pole and align and tighten it with six 
M8 grub screws (5).
 
The light head can be rotated 360° on 
the pole and secured with six grub 
screws.
 
To access the electrical components, 
loosen the cover cap (6) by turning it.
 
Loosen the hexagon screw and 
sealing washer (7) and remove the 
cover (8).
 
Disconnect the LEDs, loosen the four 
M4 screws (9), and remove the 
bracket (10).
 
Loosen the two M16 nuts (11) and 
remove the LED unit (12) by turning it.
 
Loosen the two M4 screws and 
washers (13) on the LED unit.
 
The driver (14) and LEDs with lenses 
(15) are freely accessible.
 
Remove the luminaire using the 
reverse assembly procedure. Ensure 
the seals are properly seated.
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VORNE
DEVANT
FRONT

Attention for luminaires with asymmetrical light 
distribution:
 
Please observe the sign "FRONT" on the base 
to be directed to the street side.
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