CE| @ | EN60598-2-3 | IP65 | CRI70 | K08

MaRe:

Form:
Leuchtmittel:
Farbtemperatur:
LED Betriebsger t:
Ausf hrung:
Farbe:

Abdeckung:

Anschluss:

Montage:

Anwendungsbereiche:

Best ckung

OLELI

500mm x 500mm x 3000mm

quaderf rmig

inkl. TAB-LL LED

4.000K neutralweil; mit Folie nach Kunden-
wunsch

inkl. Treiber

Sockel aus feuerverzinktem Stahl, pulverbe-
schichtet; homogene Ausleuchtung aller 5
Seiten

DB 703; andere RAL- oder DB-Farben ohne
Mehrpreis auf Anfrage

aus PMMA RESIST, opal, schlagz h, 10mm
dick, extra stark beklebt mit einer bedruck-
ten Spezialfolie f r den AuBenbereich, eine
entsprechende beigestellte Druckvorlage
ist kundenseitig beizubringen z.B.: Werbung,
Stadtpl ne oder Logos; leuchtende FI che
500mm x 500mm x 2650mm

komplett verdrahtet bis inkl. Kabel bergangs-
kasten

V2: mit Flanschplatte zur  berpflasterung zum
Aufschrauben auf bauseitigem Betonfunda-
ment

Promenaden, Parkanlagen, Boulevards,
Schulen, Seniorenresidenzen, Terrassen, Ho-
tels, Werksgel nde, Wege, Pl tze, FuBg n-
gerzonen, Bahnh fe, B rokomplexe, Einkaufs-
center

kg Bestellnummer

feuerverzinkter Stahl, pulverbeschichtet

mit Flanschplatte zur

3 x TAB-LL3 LED 60W/6.050Im/4.000K

berpflasterung
215,0 9.823.9323.01-G40

Schutzklasse Il - gegen Mehrpreis (Buchstabe “$" am Ende der Bestellnummer erg nzen)

‘222 [E EUCHTSTELE

LUMINOUS COLUMN

dimensions:

shape:

lamp:

colour temperature:
LED gear:

finish:

colour:

glazing:

wiring:
installation:

application areas:

lamp

OLELI

500mm x 500mm x 3000mm
rectangular-shaped

incl. TAB-LL

4.000K neutral white; with film according to
customer's request

incl. driver

base made of hot-dip galvanised steel, pow-
der coated; homogeneous illumination on 5
sides

DB 703; other RAL or DB colour without extra
cost on request

PMMA RESIST, opal, high-impact, 10mm
strong; covered by a printed special fiim for
outdoor use; printing pattern provided by the
costumer, e.g. advertisements, maps, logos;
illuminated area: 500mm x 500mm x 2650mm
completely wired until incl. junction box

V2: with flange plate to pave on it to be
screwed on a concrete foundation on site
promenades, parks, boulevards, schools,
homes for elderly people, terraces, hotels,
factory premises, paths, squares, pedestrian
zones, stations, office complexes, shopping
centers

socket kg product code

hot-dip galvanised steel, powder coated
with flange plate to pave on it

3 x TAB-LL3 LED 60W/6,050Im/4,000K

215.0 9.823.9323.01-G40

class Il - at extra cost (add "S* at the end)
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tel.: +49 341 245613-0
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ATTRAKTIV ATTRACTIVE

Beschriftung und Layout nach Kundenvorgabe
Lettering and layout can be adjusted according to customer's requirements.
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