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EN 60598-2-3

10kV

220 – 240V / 50 – 60Hz

IK 08

IP 65

AC / DC

RA 80   CRI 80

DB 703

WA: 0,16m2 
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KUGELLEUCHTE MIT SCHUTZ GEGEN LICHTVERSCHMUTZUNG.  GLOBE LUMINAIRE WITH PROTECTION AGAINST LIGHT POLLUTION.

Straßen & Wege
roads & paths

Park- & Grünanlagen
parks

Objekte & Gebäude
objects & buildings

Schulen & Kindergärten
schools & kindergartens

Märkte & Plätze
markets & squares

Rast- & Parkplätze
car parks

Hauptanwendungen: empfohlene Masthöhe 3,50m - 6,00m
application areas: recommended pole height 3.50m - 6.00m



• �Leuchtenkopf mit Halbschale an der Oberseite aus Aluminium 
gegen Lichtverschmutzung; Kugelaufnahme aus Aluminiumguss; 
pulverbeschichtet

• �wahlweise Wandausleger mit Wandschild aus feuerverzinktem Stahl 
und Zierkappe aus Aluminium; pulverbeschichtet

• �Abdeckung aus PMMA RESIST, klar, schlagzäh bzw. Polyethylen, 
opal, schlagzäh

• �komplett verdrahtet; mit freien Leitungsenden bis zur Masttür
• für Mastzopf ø 60mm bzw. ø 76mm mittels Adapter
• �separat zu bestellen: Mast, Mastzubehör

• �luminaire head with half cap made of aluminium against light pollu-
tion; base made of cast aluminum; powder coated

• �optionally with wall bracket made of steel and aluminium; powder 
coated

• �glazing made of PMMA RESIST, clear, high-impact resistant or  
polyethylene, opal, high-impact

• �completely wired; incl. cable until access door 
• for top entry ø 60mm or ø 76mm with adapter
• �to be ordered separately: pole, pole accessories

OTTO IV/4 R PL-LS - ø 60mm
klar, symmetrisch   clear, symmetrical 
PL-LS LED 14W/2.500lm/3.000K 9.888.9726.474-2
PL-LS LED 13W/2.500lm/4.000K 9.888.9725.474-2

hausseitige Abschirmung   back shield 9.888.xxxx.474-3

PL-LS LED
Varianten für Farbtemperatur: 1.800K (Amber) / 2.200K / 
2.700K / 3.000K / 4.000K
variants for colour temperature: 1,800K (amber) / 2,200K / 
2,700K / 3,000K / 4,000K

Varianten für Lichtverteilung: symmetrisch, asymmetrisch
variants for light distribution: symmetrical, asymmetrical

Lichtstrom: 2.000lm - 2.500lm
lumen: 2,000lm - 2,500lm

optisches System: vertikales PL-LS LED Modul; R PL-LS LED: kla-
re Abdeckung mit Lamellenreflektor und innenliegendem sa-
tinierten Blendschutz bzw. PL-LS LED: opale Abdeckung ohne 
Lamellenreflektor
optical system: vertically mounted PL-LS LED module; R PL-LS 
LED: clear glazing with louvre system and with inner laying 
satined antiglare tube or PL-LS LED: opal glazing without lou-
vre system

OTTO IV/4 PL-LS - ø 60mm
opal, symmetrisch   opal, symmetrical
PL-LS LED 14W/2.500lm/3.000K 9.888.9726.474-1
PL-LS LED 13W/2.500lm/4.000K 9.888.9725.474-1

hausseitige Abschirmung   back shield 9.888.xxxx.474-6
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