
 |  | EN 60598-2-3 | IP 67 | CRI 70 | IK 10

Produkt kg Bestellnummer

PETRA G I/1 – ohne Bodenstrahler
Edelstahl, pulverbeschichtet
ø 2000mm, ø 740mm 143,0 9.999.2074.00

Edelstahl, pulverbeschichtet, rutschhemmend
ø 2000mm, ø 740mm 143,0 9.999.2074.00R

Unterkonstruktion für PETRA G I/1
Edelstahl, pulverbeschichtet
UR I/1 107,0 7.100.2074.00

Edelstahl, pulverbeschichtet, rutschhemmend
UR I/1 107,0 7.100.2074.00R

PETRA G I/2 – mit 2 LED Bodenstrahler BES III/7, 3.000K
Edelstahl, pulverbeschichtet
ø 2000mm, ø 740mm 146,0 9.999.2075.00

Edelstahl, pulverbeschichtet, rutschhemmend
ø 2000mm, ø 740mm 146,0 9.999.2075.00R

Unterkonstruktion für PETRA G I/2
Edelstahl, pulverbeschichtet
UR I/2 118,0 7.100.2075.00

Edelstahl, pulverbeschichtet, rutschhemmend
UR I/2 118,0 7.100.2075.00R

Fertigfundament BFR
BFR 2000 447,0 7.110.2074.00

product kg product code

PETRA G I/1 – without grid recessed luminaires
stainless steel, powder coated
ø 2000mm, ø 740mm 143.0 9.999.2074.00

stainless steel, powder coated, anti-slip
ø 2000mm, ø 740mm 143.0 9.999.2074.00R

sub-frame for PETRA G I/1
stainless steel, powder coated
UR I/1 107.0 7.100.2074.00

stainless steel, powder coated, anti-slip
UR I/1 107.0 7.100.2074.00R

PETRA G I/2 – with 2 LED grid recessed luminaires BES III/7, 3,000K
stainless steel, powder coated
ø 2000mm, ø 740mm 146.0 9.999.2075.00

stainless steel, powder coated, anti-slip
ø 2000mm, ø 740mm 146.0 9.999.2075.00R

sub-Frame for PETRA G I/2
stainless steel, powder coated
UR I/2 118.0 7.100.2075.00

stainless steel, powder coated, anti-slip
UR I/2 118.0 7.100.2075.00R

prefabricated concrete foundation BFR
BFR 2000 447.0 7.110.2074.00

BAUMSCHEIBE   TREE GRID182

Maße: 		  ø 2000mm x 8mm/ ø 740mm
Form: 		�  runde, stabile Edelstahlplatte mit Ziergit-

ter-Design; Ausschnitt für Baumstamm rund
Ausführung: 		�  aus Edelstahl V2A (304), pulverbeschichtet 

bzw. in zusätzlicher rutschhemmender Aus-
führung, 4-teilig, Belastbarkeit bis 2,0 t pro 
Rad, auf Anfrage 5,0 t pro Rad lieferbar, 
Durchmesser zum Einsetzen des Baumes ø 
740mm

		  PETRA G I/1: ohne Bodenstrahler
		�  PETRA G I/2: mit Bodenstrahler BES III/7 zur Il-

lumination des Baumes
	 -	�LED: 8,4W (9W) /455lm/3.000K warmweiß, 

Abstrahlwinkel 20°, schwenkbar um +/-10°, 
andere Farbtemperaturen auf Anfrage

	 -	�Außenring: aus Edelstahl, geschliffen und 
passiviert

	 - �Abdeckung: gehärtetes Einscheiben-Si-
cherheitsglas, klar, 12mm stark, auf Anfrage 
rutschhemmend

	 -	Belastbarkeit: bis 2,0 t pro Rad
	 -	in der Baumscheibe integriert
	 -	auf Anfrage BES III/7 mit RGBW lieferbar
Farbe: 		�  DB 703; andere RAL- oder DB-Farben ohne 

Mehrpreis auf Anfrage 
Zubehör: 		  separat zu bestellen:
		�  Unterkonstruktion: 2-teilig, aus Edelstahl V2A 

(304), pulverbeschichtet, zum Aufschrauben 
auf Betonfundament

		�  UR I/1 für PETRA G I/1: ohne Vorbereitung für 
Bodenstrahler

		�  UR I/2 für PETRA G I/2: mit Vorbereitung für 
Bodenstrahler

Betonfundament: 		�  BFR, 1-teilg, Fertigfundament zum Einsetzen 
in das Erdreich

Montage: 		�  zum Aufschrauben auf zusätzlicher Unter-
konstruktion und zusätzlichem Betonfunda-
ment

Anwendungsbereiche:		� robuste und befahrbare Baumscheibe für 
Straßen und Plätze, Parkanlagen, Boule-
vards, Schulen, Hotels, Bahnhofvorplätze, 
Firmengelände, Gehwege

dimensions: 		  ø 2000mm x 8mm/ ø 740mm 
shape: 		�  round, stable stainless steel plate with de-

corative grille design; cut-out for tree trunk 
round

finish: 		�  made of stainless steel V2A (304), powder 
coated or in an additional anti-slip option, 
4 parts, load capacity up to 2.0 t per wheel, 
5.0 t per wheel available on request, diame-
ter for inserting the tree ø 740mm

		�  PETRA G I/1: without grid recessed luminaires
		�  PETRA G I/2: with grid recessed luminaires 

BES III / 7 for illuminating the tree
	 -	�LED: 8.4W (9W) /455lm/3,000K warm white, 

beam angle 20°, adjustable +/- 10°, other 
colour temperatures on request

	 -	�outer ring: made of stainless steel, brushed 
and passivated

	 -	�glazing: toughened safety glass, clear, 
12mm thick; anti-slip option on request

	 -	load capacity: up to 2.0 t per wheel
	 -	integrated in the tree grid
	 -	BES III / 7 with RGBW available on request
colour: 		�  DB 703; other RAL or DB colours without extra 

cost on request
accessories: 		�  to be ordered separately:
		�  sub-construction: 2 parts, made of stain-

less steel V2A (304), powder coated, for 
screwing onto a concrete foundation

		�  UR I/1 for PETRA G I/1: without preparation 
for grid recessed luminaires

		�  UR I/2 for PETRA G I/2: with preparation for 
grid recessed luminaires

concrete foundation: 		�  BFR, 1 part, prefabricated concrete founda-
tion for insertion into the ground

installation: 		�  for screwing onto an additional substructure 
and additional concrete foundation

application areas: 		�  robust and drivable tree grid for streets and 
squares, parks, boulevards, schools, hotels, 
station forecourts, company premises, side-
walks
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SYMPATSICH   LIKABLE




