
PETRA PA I/350 LED, PETRA PA III/350 LED:
Maße:  0,35m/ ø 100mm

Beleuchtungsaufgabe: niedriger Lichtbedarf

Leuchtmittel:  inkl. 1 LED Lampe, 2.700K warmweiß, RA 80

Betriebsgerät:  Vorschaltgerät in Lampe integriert

Lebensdauer der LED:  bis 25.000 Stunden/ L70/ B10

optisches System:  vertikales Leuchtmittel, diffus

Lichtverteilung:  symmetrisch bzw. asymmetrisch

Abdeckung:  PMMA RESIST, opal, schlagzäh

Leuchtenkörper:   rundes Standrohr ohne Tür, aus Aluminium, mit 

1 bzw. 2 Lichtaustritten, pulverbeschichtet in 

RAL oder DB Farbe

Anschluss:   komplett verdrahtet, mit Hilfe einer Klemme 

unterhalb des Leuchtenkopfes

Montage:   mit angeschweißter Flanschplatte zum Auf-

schrauben

PETRA ME I:
Maße: 0,29m/ ø 100mm/ Tür: 180mm

Form: rundes Standrohr

Ausführung: -  Edelstahl V2A (304), pulverbeschichtet in RAL 

oder DB Farbe oder geschliffen und passiviert

Tür:  - herausnehmbar

 - ohne Kabelauslass

 -  mit Dreikantschloss M6, inkl. 1 Schlüssel M6 

bzw. Profilzylinderschloss, inkl. 2 Schlüssel
Ausstattung:  -  innenliegende Schutzkontaktsteckdose, IP44

 -  ohne Sicherungen (Leitungsschutzschalter, 

Fehlerstromschutzschalter) – diese sind bau-

seits vorzusehen

 - C-Schiene

Betrieb:  bei offener Tür

Montage:   mit angeschweißter Flanschplatte; zum Auf-

schrauben

PETRA PA | PETRA ME:
Zubehör:  - exkl. Kabel

 -  exkl. Eingrabstück (G180/400) mit Schrauben

 -  exkl. Zierring (Z180/2) zur Abdeckung der Be-

festigungsschrauben (siehe Seiten 118/119) 

Anwendungsbereiche:   eleganter, kleiner, robuster Poller für z.B. Ho-

tels, Kirchen, Friedhöfe, Hospitäler, Altenhei-

me, Grünanlagen, Marinas, Campingplätze 

sowie private Bereiche mit designgleicher 

Pollerergänzung mit Licht

PETRA PA I/350 LED, PETRA PA III/350 LED:
dimensions:  0.35m/ ø 100mm

light standards:  low lighting requirements

lamp:  incl. 1 LED lamp, 2,700K warm white, CRI 80

gear:  ballast integrated in lamp

LED life expectancy:  up to 25,000 hours/ L70/ B10

optical system:  vertically mounted lamps, diffuse

light distribution:  symmetrical or asymmetrical

glazing:  PMMA RESIST, opal, high-impact resistant

luminaire body:   round tube without door, made of aluminium, 

with 1 or 2 windows, powder coated in RAL or 

DB colour

wiring:   completely wired, via a clamp below the lu-

minaire head

installation:  with welded flange plate; to be screwed

PETRA ME I:
dimensions: 0.29m/ ø 100mm/ door: 180mm

shape: round tube

finish: -  stainless steel V2A (304), powder coated in 
RAL or DB colour or brushed and passivated

door:  - lift off (removable)

 - without cable slot

 -  with tri-head bolt lock M6, incl. 1 tri-head bolt 

key M6 or profile cylinder lock, incl. 2 keys
equipment: - isolated socket  inside, IP 44

 -  without fuses (miniature circuit breakers, residu-

al-current circuit breaker) – to be installed by 

the costumer on site

 - C-rail

operation mode:   operates with open access door 

installation:  with welded flange plate; to be screwed

PETRA PA | PETRA ME:
accessories:  - excl. cable

 - excl. bolt-on root (G180/400) with screws

 -  excl. accessory ring (Z180/2) to cover the fi-

xing screws (see pages 118/119)

application areas:   elegant, small, solid bollard for e.g. hotels, 

churches, cemeteries, hospitals, homes for el-

derly, factory premises, parks, marinas, cam-

ping sites or private areas with a completion 

with light in the same design

* Die vollständigen Informationen zu energieverbrauchsrelevanten Daten erhalten Sie unter: www.leipziger-leuchten.com.

* More information about energy-related data can be found at www.leipziger-leuchten.com.

PA I, III
4.000K

  

PETRA PA I/350 LED – 0,35m/ ø 100mm

1-seitiger Lichtaustritt, Fassung E27 9.883.9002.00135AL*

LED 8W/806lm/2.700K

PETRA PA III/350 LED – 0,35m/ ø 100mm

2-seitiger Lichtaustritt, Fassung E27 9.883.9002.00335AL*

LED 8W/806lm/2.700K

PETRA ME I – 0,29m/ ø 100mm/ Tür: 180mm / Dreikantschloss

Edelstahl, pulverbeschichtet 9.883.0002.501S

Edelstahl, geschliffen und passiviert 9.883.0002.301S

PETRA ME I – 0,29m/ ø 100mm/ Tür: 180mm/  Profilzylinderschloss
Edelstahl, pulverbeschichtet 9.883.0002.541S

Edelstahl, geschliffen und passiviert 9.883.0002.341S

1 Stk. Schutzkontaktsteckdose 16A / 250V

  

PETRA PA I/350 LED – 0.35m/ ø 100mm

1 window, socket E27 9.883.9002.00135AL*

LED 8W/806lm/2,700K

PETRA PA III/350 LED – 0.35m/ ø 100mm

2 windows, socket E27 9.883.9002.00335AL*

LED 8W/806lm/2,700K

PETRA ME I – 0.29m/ ø 100mm/ door: 180mm / tri-head bolt lock

stainless steel, powder coated 9.883.0002.501S

stainless steel, brushed and passivated 9.883.0002.301S

PETRA ME I – 0.29m/ ø 100mm/ door: 180mm/ profile cylinder lock
stainless steel, powder coated 9.883.0002.541S

stainless steel, brushed and passivated 9.883.0002.341S

1 pc. socket 16A / 250V 

V4A
316

PA I, III

PA I, III
0,6m
0,9m

 | PETRA PA:  | EN 60598-2-3 | IP 65 | IK 08 | 220 – 240V / 50 – 60Hz

POLLERLEUCHTEN | MINI - ELEKTROVERSORGUNGSPOLLER   BOLLARDS | MINI FEEDER PILLARS FOR POWER20
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Flanschplatte:

flange plate:

3 x ø13
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