
  

Maße:  1,20m/ ø 220mm/ Tür: 500mm

Beleuchtungsaufgabe:  niedriger Lichtbedarf

Leuchtmittel:  inkl. 1 LED Lampe, 2.700K warmweiß, RA 80

Betriebsgerät:  Vorschaltgerät in Lampe integriert

Lebensdauer der LED:  bis 25.000 Stunden/ L70/ B10

optisches System:  vertikales Leuchtmittel mit Lamellenreflektor
Lichtverteilung:   symmetrisch bzw. asymmetrisch mit innenlie-

gender hausseitiger Abschirmung 180°

Abdeckung:  PMMA RESIST, klar, schlagzäh

Leuchtenkörper:   rundes Standrohr und Kappe aus feuerver- 

zinktem Stahl; pulverbeschichtet in RAL oder 

DB Farbe

Tür: - mit Scharnier 

 - ohne Kabelauslass

 -  mit Profilzylinderschloss, inkl. 2 Schlüssel
Austattung: -  außenliegende Steckdosen und Wasserarma-

turen 

 -  inkl. Kabelübergangskasten

Betrieb:   frei zugänglich

Montage:    mit angeschweißter Flanschplatte; zum Auf-

schrauben 

Zubehör: -  exkl. Eingrabstück (G300/500) mit Schrauben 

(siehe Seiten 118/119)

Anwendungsbereiche:  Pollerleuchtenserie für abgeschlossene Be-

reiche, wie Campingplätze, Betriebsgelände, 

Altenheime, Hotels, Bootsstege

total height:  1.20m/ ø 220mm/ door: 500mm

light standards:  low lighting requirements

lamp:  incl. 1 LED lamp, 2,700K warm white, CRI 80

gear:  ballast integrated in lamp

LED life expectancy:  up to 25.000 hours/ L70/ B10

optical system:  vertically mounted lamps, with louvre system

light distribution:   symmetrical or asymmetrical with inner laying 

shield 180°

glazing:  PMMA RESIST, clear, high-impact resistant

luminaire body:  round tube and cap, made of hot-dip gal-

vanised steel; powder coated in RAL or DB  

colour

door: - with hinges

 - without cable slot

 -  with profile cylinder lock, incl. 2 keys
equipment: - external sockets and water taps

 - incl. cable junction box

operation mode:  open to the public

installation:    with welded flange plate; to be screwed 
accessory: -  excl. bolt-on root (G300/500) with screws (see 

pages 118/119) 

application areas:    bollard family for closed areas like camping 

sites, factory premises, homes for elderly peo-

ple, hotels, marinas

  

PETRA PR X/220 LED – 1,20m/ ø 220mm/ Tür: 500mm

symmetrische Lichtverteilung, Fassung E27

1 x LED 8W/806lm/2.700K 9.883.9007.05152CF2WF*

asymmetrische Lichtverteilung, Fassung E27

1 x LED 8W/806lm/2.700K 9.883.9007.05H152CF2WF*

oben: 

2 Stk. CEE-Steckdosen 16A / 3p / 250V / IP67 (außen)

2 Stk. FI/LS 16A 1p+N 30mA C Typ A

unten:

2 Stk. Auslaufventile 1/2” mit Belüfter und Rückflussverhinderer
1 Stk. Absperrventil 1/2” mit Entleerungsvorrichtung 

1 Stk. Anschlussvorbereitung für 1/2” Wasserschlauch

Tür:

1 Stk.  Kabelübergangskasten: 1 x D01 (E14), 16A / 400V,  

max. 2 Kabel 5 x 16mm2 oder 3 Kabel 5 x 10mm2

PETRA PR X/220 LED – 1,20m/ ø 220mm/ Tür: 500mm

symmetrische Lichtverteilung, Fassung E27

1 x LED 8W/806lm/2.700K 9.883.9007.05152SF2W*

asymmetrische Lichtverteilung, Fassung E27

1 x LED 8W/806lm/2.700K 9.883.9007.05H152SF2W*

oben: 

2 Stk. Schutzkontaktsteckdosen 16A / 250V /  IP67 (außen)

2 Stk. FI/LS 16A 1p+N 30mA C Typ A

unten:

2 Stk. Auslaufventile 1/2” mit Belüfter und Rückflussverhinderer
1 Stk. Absperrventil 1/2” mit Entleerungsvorrichtung 

1 Stk. Anschlussvorbereitung für 1/2” Wasserschlauch

Tür:

1 Stk.  Kabelübergangskasten: 1 x D01 (E14), 16A / 400V,  

max. 2 Kabel 5 x 16mm2 oder 3 Kabel 5 x 10mm2

  

PETRA PR X/220 LED – 1.20m/ ø 220mm/ door: 500mm

symmetrical light distribution, socket E27

1 x LED 8W/806lm/2,700K 9.883.9007.05152CF2WF*

asymmetrical light distribution, socket E27

1 x LED 8W/806lm/2,700K 9.883.9007.05H152CF2WF*

up:

2 pcs. CEE-sockets 16A / 3p / 250V / IP67 (outside)

2 pcs. RCBOs 16A 1p+N 30mA C Typ A

down:

2 pcs. taps for water 1/2” with back flow preventer and ventilation
1 pc. shut-off valve 1/2” with emptying device

1 pc. equipment for 1/2” water hose

door:

1 pc.  cable junction box: 1 x D01 (E14), 16A / 400V,  

max. 2 cables 5 x 10mm2

PETRA PR X/220 LED – 1.20m/ ø 220mm/ door: 500mm

symmetrical light distribution, socket E27

1 x LED 8W/806lm/2,700K 9.883.9007.05152SF2W*

asymmetrical light distribution, socket E27

1 x LED 8W/806lm/2,700K 9.883.9007.05H152SF2W*

up:

2 pcs. CEE-sockets 16A / 230V / IP 67 (outside)

2 pcs. RCBOs 16A 1p+N 30mA C Typ A

down:

2 pcs. taps for water 1/2” with back flow preventer and ventilation
1 pc. shut-off valve 1/2” with emptying device

1 pc. equipment for 1/2” water hose

door:

1 pc.  cable junction box: 1 x D01 (E14), 16A / 400V,  

max. 2 cables 5 x 10mm2

 |  | EN 60598-2-3 | IP 65 | IK 08 | 220 – 240V / 50 – 60Hz

4.000K

32A

* Die vollständigen Informationen zu energieverbrauchsrelevanten Daten erhalten Sie unter: www.leipziger-leuchten.com.

* More information about energy-related data can be found at www.leipziger-leuchten.com.

POLLERLEUCHTEN MIT VERSORGUNGSEINHEIT   BOLLARDS WITH SUPPLY UNITS92
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Flanschplatte:

flange plate:

ø 300

ø 270

4 x ø13
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