
Technical specifications are subject to change without notice. 03.2026

urban furniture

standing table with bollard
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ROSO D II DA LED, with flange plate
4x DA+ (2x2) LED 13W/ 2,200lm/ 3,000K 66.17 8.100.0194.032058-3F-S-3S

circuit lighting:
1 pc. miniature circuit breaker 4A / 1p-C
1 pc. terminal clamp for max. 3 x 10 mm²
1 pc. cable gland M20 (ø 10-14mm)

circuit distribution box:
2 pcs. sockets 16A / 250V
2 pcs. miniature circuit breakers 16A / 1p-C
1 pc. residual-current circuit breaker 40A/ 4 /0,03A
1 pc. terminal clamp for max. 3 x 10 mm²
1 pc. cable gland M25 (ø 13-18mm)

 |  | IP 65 | IK 09 | CRI 70 | 220V – 240V / 50Hz – 60Hz | 

total height: 	 1,420mm
dimensions: 	 ø 800 mm x 1100 mm and ø 250mm x 320 mm
light standards: 	 low lighting requirements
lamp: 	 incl. 4 DA+ (2x2) LED modules
colour temperature: 	�3,000K warm white; 4,000K neutral white on re-

quest
surge protection:	 6kV
LED gear: 	�incl. electr. driver with integrated “Constant Light 

Output” (CLO) function to maintain the LED lumi-
nous flux at the same level over the entire life time

LED life expectancy: 	�up to 100.000 hours, 50.000 hours/ L 100/ B10  
for minimum maintenance costs due to an excel-
lent thermal management

light control:	� at extra cost: dimming
optical system: 	�directed light (multi layer) provided by an exchan-

geable, anti-aging lens technology
light distribution: 	�symmetrical 
luminaire body: 	�luminaire head and cube made of aluminium; 

powder coated
glazing: PMMA RESIST, clear, high-impact resistant
table leg:	� made of hot-dip galvanised steel; powder coated 
door:	� incl. with hinge with profile cylinder lock and cable 

outlet; powder coated
equipment:	 distribution box, IP 44, completely wired
operation mode:	 operates with closed access door
colour: 	�DB 703; other RAL or DB colour without extra 

cost on request
slats: 	�made of natural, solid Kambala hardwood, 4 pie-

ces, 558mm x 332mm x 45mm each; on request:  
incl. Qi charging stations for smartphones (exter-
nal power supply required) possible

wiring: 	�completely wired; incl. cable junction box for max. 
2 cables up to 5x16mm2/ 3 cables up to 5x10mm2

installation:	� with flange plate to be screwed on a concrete 
foundation on site

application areas: 	�small squares, boulevards, schools, retirement 
homes, hotels, company premises, parks, pro-
menades, terraces
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