
 

Maße:   STELLA P I/13 FLS LED: 1,30m/ ø 200mm/ Tür: 

500mm

  STELLA P IV FLS LED: 1,08m/ ø 170mm/ Tür: 

400mm

Beleuchtungsaufgabe: mittlerer Lichtbedarf

Leuchtmittel:   inkl. 1 leicht auswechselbares FLS LED Modul; 

3.000K warmweiß, RA 70

LED Betriebsgerät:   elektronischer Treiber, bis 100.000/ B10 Stun-

den, Treiber mit Konstantlichtstromfunktion 

(CLO) über die gesamte Nutzlebensdauer

Lebensdauer der LED:   50.000 Stunden/ L100/ B10

Lichtsteuerung:   gegen Mehrpreis: Dimmung bzw. CLEVER 

LIGHT

optisches System:   gerichtetes Licht (multi layer) durch Linsen-

technologie; dark sky

Lichtverteilung:   je nach verwendetem Modul: FLS-S oval breit-

strahlend, FLS-A asymmetrisch breitstrahlend, 

FLS-P rotationssymmetrisch

Abdeckung:  PMMA RESIST, klar, schlagzäh

Leuchtenkörper: - rundes Standrohr

 -  STELLA P I/13 FLS LED: Kappe und Standrohr 

aus Aluminium; pulverbeschichtet in RAL oder 

DB Farbe

 -  STELLA P IV FLS LED: Kappe aus Edelstahl; 

Standrohr aus feuerverzinktem Stahl; pulver-

beschichtet in RAL oder DB Farbe

Tür: - mit Scharnier bzw. herausnehmbar

 - mit Kabelauslass

 - mit Dreikantschloss M6, inkl. 1 Schlüssel M6

Ausstattung:  -  innenliegender Verteiler, IP 44, vollständig ver-

drahtet 

 - C-Schiene

Betrieb:   bei geschlossener Tür

Montage:    mit angeschweißter Flanschplatte; zum Auf-

schrauben 

Zubehör:  -  exkl. Eingrabstück (G300/500 bzw. G240/500) 

mit Schrauben, 

 -  exkl. Zierring (Z305/2 bzw. Z248) zur Abde-

ckung der Befestigungsschrauben (siehe Sei-

ten 118/119)

Anwendungsbereiche:  für Promenaden, Parkanlagen, Boulevards, 

Schulen, Altenheime, Hotels, Firmengelände, 

Gehwege, Plätze, Shoppingcenter, Fußgän-

gerzonen

dimensions:   STELLA P I/13 FLS LED: 1.30m/ ø 200mm/ door: 

500mm

  STELLA P IV FLS LED: 1.08m/ ø 170mm/ door: 

400mm 

light standards:  medium lighting requirements

lamp:   incl. 1 FLS LED module, easy to replace; 3,000K 

warm white, CRI 70

LED gear:    electronic driver, up to 100,000 hours/ B10; 

driver with integrated Constant Light Output 

(CLO)

LED life expectancy:    50,000 hours/ L100/ B10

light control:   at extra cost: dimming or CLEVER LIGHT

optical system:   directed light (multi layer) provided by an 

computer optimised anti-aging lens techno-

logy; dark sky

light distribution:   depending on the chosen module: FLS-S oval 

wide beam, FLS-A asymmetrical wide beam, 

FLS-P symmetrical light distribution

glazing:  PMMA RESIST, clear, high-impact resistant

luminaire body:   - round tube 

  -  STELLA P I/13 FLS LED: cap and tube made of 

aluminium; powder coated in RAL or DB co-

lour

 -  STELLA P IV FLS LED: cap and tube made of 

hot-dip galvanised steel; powder coated in 

RAL or DB colour

door: -  with hinges or  lift off (removable) 

 - with cable slot

 - with tri-head bolt lock M6; incl. 1 key M6

equipment:  -  distribution box inside, IP 44, completely wired

 - C-rail

operation mode    operates with closed access door

installation:    with welded flange plate; to be screwed
accessory:  -  excl. bolt-on root (G300/500 bzw. G240/500) 

with screws

 -  excl. accessory ring (Z305/2 or Z248) to cover 

the fixing screws (see pages 118/119) 
application areas:   for promenades, parkways, boulevards, 

schools, homes for elderly people, hotels, fac-

tory premises, paths, squares, shopping cen-

ter, pedestrian zones

  

STELLA P I/13 FLS LED – 1,30m/ ø 200mm/ Tür: 500mm

FLS-S LED 11W/1.660lm/3.000K 6.628.9371.2013AL3S

FLS-A LED 11W/1.660lm/3.000K 6.628.9373.2013AL3S

FLS-P LED 11W/1.660lm/3.000K 6.628.9375.2013AL3S

Zugang I (5p, Steckdosen):

3 Stk. Schutzkontaktsteckdosen 16A / 250V

3 Stk. Leitungsschutzschalter 16A / 1p-C

1 Stk. Fehlerstromschutzschalter 40A/ 4 /0,03A

1 Stk. Kabelverschraubung M25 (ø 13-18mm)

1 Stk. Anschlussklemme für max. 5 x 10 mm²

Zugang II (3p, Beleuchtung):

1 Stk.  Leitungsschutzschalter 4A / 1p-C kundenseitiger Anschluss

1 Stk. Kabelverschraubung M20 (ø 10-14mm)

1 Stk. Anschlussklemme für max. 3 x 10 mm²

STELLA P IV FLS LED – 1,08m/ ø 170mm/ Tür: 400mm

FLS-S LED 11W/1.660lm/3.000K 6.628.9371.65-1S

FLS-A LED 11W/1.660lm/3.000K 6.628.9373.65-1S

FLS-P LED 11W/1.660lm/3.000K 6.628.9375.65-1S

1 Stk. Schutzkontaktsteckdose 16A / 250V

1 Stk.  Kabelübergangskasten: 2 x D01 (E14), 16A / 400V,  

max. 2 Kabel 5 x 16mm2 oder 3 Kabel 5 x 10mm2

  

STELLA P I/13 FLS LED – 1.30m/ ø 200mm/ door: 500mm

FLS-S LED 11W/1,660lm/3,000K 6.628.9371.2013AL3S

FLS-A LED 11W/1,660lm/3,000K 6.628.9373.2013AL3S

FLS-P LED 11W/1,660lm/3,000K 6.628.9375.2013AL3S

access I (5p, sockets):

3 pcs. sockets 16A / 250V

3 pcs. miniature circuit breaker 16A / 1p-C

1 pc. residual-current circuit breaker 40A / 4 / 0,03A

1 pc. cable gland M25 (ø 13-18mm)

1 pc. terminal clamp for max. 5 x 10mm²

access II (3p, light):

1 pc. miniature circuit breaker 4A / 1p-C customer connection

1 pc. cable gland M20 (ø 10-14mm)

1 pc. terminal clamp for max. 3 x 10mm²

STELLA P IV FLS LED – 1.08m/ ø 170mm/ door: 400mm

FLS-S LED 11W/1,660lm/3,000K 6.628.9371.65-1S

FLS-A LED 11W/1,660lm/3,000K 6.628.9373.65-1S

FLS-P LED 11W/1,660lm/3,000K 6.628.9375.65-1S

1 pc. socket 16A / 250V

1 pc.  cable junction box: 2 x D01 (E14), 16A / 400V,  

max. 2 cables 5 x 16mm2 or 3 cables 5 x 10mm2P IV

 |  | EN 60598-2-3 | IP 65 | IK 08 | 220 – 240V / 50 – 60Hz
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POLLERLEUCHTEN MIT VERSORGUNGSEINHEIT   BOLLARDS WITH SUPPLY UNITS94
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Flanschplatte:

flange plate:
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FLS-S

oval breitstrahlend

oval wide beam

FLS-A

asymmetrisch breitstrahlend

asymmetrical wide beam

FLS-P

rotationssymmetrisch

symmetrical
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ø 240
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