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LEISTUNGSSTARKE, ATTRAKTIVE LEUCHTE. BIG, POWERFUL, ATTRACTIVE LUMINAIRE. DB 703

Hauptanwendungen: empfohlene Masth he 3,00m - 7,00m
application areas: recommended pole height 3.00m - 7.00m

Straen & Wege M ke & Pl fze Park- & Gr nanlagen Objekie & Geb ude Schulen & Kinderg rten Rast- & Parkpl fze
10ads & paths markefs & squares parks objects & buildings schools & kindergartens car parks
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TILLA 1 DA

TILLA 1, 1l

TILLA Il DA

DA LED

Varianten f r Farbtemperatur: 1.800K (Amber) / 2.200K /

2.700K / 3.000K / 4.000K / 5.700K

variants for colour temperature: 1,800K (amber) / 2,200K /

2,700K / 3,000K / 4,000K / 5,700K

Varianten f r Lichtverteilung:

028: asymmetrisch breitstrahlend
058: symnmetrisch

138: asymmetrisch tiefbreitstrahlend
268: eng- und breitstrahlend

078: rechtsstrahlend

variants for light distribution:

028: asymmetrical wide beam

058: symmetrical

138 asymmetrical deep wide beam
268: narrow and wide beam

078: right beam

Bereich Lichtstrom: 2.000im - 11.400Im
lumen range: 2,000im - 11,400Im

optisches System: Linsentechnologie; DARK SKY
optical system: lens technology; DARK SKY

TILLAIDA - g 76mm

Leuchtenkopf mit Dach mit weiBer Spezialbeschichtung an der
Unterseite (TILLA 1) bzw. Kappe (TILLA Il) und Mastaufnahme aus Alu-
minium; pulverbeschichtet

Abdeckung aus PMMA RESIST, klar, schlagz h

komplett verdrahtet; mit Hilfe einer Anschlussklernme unterhalb des
Leuchtenkopfes

f r Mastzopf @ 60mm oder @ 76mm

separat zu bestellen: Kabel, Mast, Mastzubeh r, Lichtschott zurr ck-
seitigen Entblendung

luminaire head with canopy with a special white reflective
underside finish (TILLA 1) or cap (TILLA 1) and base made of
aluminium; powder coated

glazing made of PMMA RESIST, clear, high-impact resistant
completely wired; via a plug and socket connector below the
luminaire head

for post top @ 60mm or g 76mm

to be ordered separately: cable, pole, pole accessories, back light
shield for no glare on the rear side

TILLA Il DA - g 76mm

DA+ 2x8/028 LED 12W/2.000Im/3.000K
DA+ 2x8/028 LED 18W/2.900Im/3.000K
DA+ 2x8/028 LED 23W/3.700Im/3.000K
DA+ 2x8/028 LED 27W/4.600Im/3.000K®
DA+ 2x8/028 LED 35W/5.800Im/3.000K®
DA+ 2x8/028 LED 47W/7.400Im/3.000K®
DA+ 2x8/028 LED 53W/8.700Im/3.000K®

9.502.8115.07028-3
9.502.8124.07028-3
9.502.8128.07028-3
9.502.8218.07028-3
9.502.8224.07028-3
9.502.8228.07028-3
9.502.8324.07028-3

DA+ 2x8/028 LED 70W/11.100Im/3.000K® 9.502.8328.07028-3

DA+ 2x8/028 LED 11W/2.100Im/4.000K
DA+ 2x8/028 LED 17W/3.000Im/4.000K
DA+ 2x8/028 LED 22W/3.800Im/4.000K
DA+ 2x8/028 LED 27W/4.800Im/4.000K®
DA+ 2x8/028 LED 34W/6.000Im/4.000K®
DA+ 2x8/028 LED 45W/7.600Im/4.000K®
DA+ 2x8/028 LED 52W/9.000Im/4.000K®

9.502.8115.07028
9.502.8124.07028
9.502.8128.07028
9.502.8218.07028
9.502.8224.07028
9.502.8228.07028
9.502.8324.07028

DA+ 2x8/028 LED 67W/11.400Im/4.000K® 9.502.8328.07028

@ 60mm

9.502.:1.05:(-3)

DA+ 2x8/028 LED 12W/2.000Im/3.000K
DA+ 2x8/028 LED 18W/2.900Im/3.000K
DA+ 2x8/028 LED 23W/3.700Im/3.000K
DA+ 2x8/028 LED 27W/4.600Im/3.000K®
DA+ 2x8/028 LED 35W/5.800Im/3.000K®
DA+ 2x8/028 LED 47W/7.400Im/3.000K®
DA+ 2x8/028 LED 53W/8.700Im/3.000K®

9.503.8115.07028-3
9.503.8124.07028-3
9.503.8128.07028-3
9.503.8218.07028-3
9.503.8224.07028-3
9.503.8228.07028-3
9.503.8324.07028-3

DA+ 2x8/028 LED 70W/11.100im/3.000K® 9.503.8328.07028-3

DA+ 2x8/028 LED 11W/2.100Im/4.000K
DA+ 2x8/028 LED 17W/3.000Im/4.000K
DA+ 2x8/028 LED 22W/3.800Im/4.000K
DA+ 2x8/028 LED 27W/4.800Im/4.000K®
DA+ 2x8/028 LED 34W/6.000Im/4.000K®
DA+ 2x8/028 LED 45W/7.600Im/4.000K®
DA+ 2x8/028 LED 52W/9.000Im/4.000K®

9.503.8115.07028
9.503.8124.07028
9.503.8128.07028
9.503.8218.07028
9.503.8224.07028
9.503.8228.07028
9.503.8324.07028

DA+ 2x8/028 LED 67W/11.400im/4.000K® 9.503.8328.07028

@ 60mm
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