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TORSTEN III WA: 0,11m2

TORSTEN VI WA: 0,12m2
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DIE KLASSISCHE ZYLINDERLEUCHTE MIT LINSENTECHNOLOGIE.    THE CLASSIC CYLINDER LUMINAIRE WITH LENS TECHNOLOGY.

Hauptanwendungen: empfohlene Masthöhe 3,00m - 6,00m
application areas: recommended pole height 3.00m - 6.00m

Straßen & Wege
roads & paths

Park- & Grünanlagen
parks

Objekte & Gebäude
objects & buildings

Schulen & Kindergärten
schools & kindergartens

Märkte & Plätze
markets & squares

Rast- & Parkplätze
car parks
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FLS / DA LED
Varianten für Farbtemperatur: FLS: 2.700K / 3.000K / 4.000K 
DA: 1.800K (Amber) / 2.200K / 2.700K / 3.000K / 4.000K / 5.700K
variants for colour temperature: FLS: 2,700K / 3,000K / 4,000K
DA: 1,800K (amber) / 2,200K / 2,700K / 3,000K / 4,000K / 5,700K

Varianten für Lichtverteilung: 
FLS: FLS-S: oval breitstrahlend
 FLS-A: asymmetrisch breitstrahlend
 FLS-P: rotationssymmetrisch
DA:  028: asymmetrisch breitstrahlend
  058: symmetrisch
 268: eng- und breitstrahlend

variants for light distribution: 
FLS: FLS-S: oval wide beam
 FLS-A: asymmetrical wide beam
 FLS-P: symmetrical
DA: 028: asymmetrical wide beam
 058: symmetrical
 268: narrow and wide beam

Bereich Lichtstrom: FLS: 1.660lm - 3.714lm / DA: 2.200lm - 4.100lm
lumen range: FLS: 1,660lm - 3,714lm / DA: 2,200lm - 4,100lm

optisches System: Linsentechnologie; DARK SKY
optical system: lens technology; DARK SKY

TORSTEN III, VI

M
A

ST
A

U
FS

AT
ZL

EU
C

H
TE

 |
 W

A
N

D
LE

U
C

H
TE

PO
ST

 T
O

P 
LU

M
IN

A
IR

E 
| 

W
A

LL
 L

U
M

IN
A

IR
E

TORSTEN III FLS - ø 76mm
FLS-S LED 22W/2.960lm/3.000K 9.003.9071.17
FLS-A LED 22W/2.960lm/3.000K 9.003.9073.17
FLS-P LED 22W/2.960lm/3.000K 9.003.9075.17
FLS-x LED 11W/1.660lm/3.000K 9.003.93xx.17
FLS-x LED 16W/2.220lm/3.000K 9.003.92xx.17
FLS-x LED 32W/3.414lm/3.000K 9.003.96xx.17

FLS-S LED 22W/3.270lm/4.000K 9.003.9072.17
FLS-A LED 22W/3.270lm/4.000K 9.003.9074.17
FLS-P LED 22W/3.270lm/4.000K 9.003.9076.17
FLS-x LED 11W/1.830lm/4.000K 9.003.93xx.17
FLS-x LED 16W/2.470lm/4.000K 9.003.92xx.17
FLS-x LED 32W/3.714lm/4.000K 9.003.96xx.17

ø 60mm 9.003.xxxx.15
2.700K 9.xxx.9x8x.1x

WL TORSTEN III FLS 9.043.xxxx.15
TORSTEN VI FLS 9.006.xxxx.1x

•  Leuchtenkopf mit Dach aus Aluminium, mit weißer Spezialbeschich-
tung an der Unterseite; innenliegendes Gestell aus Edelstahl; Gerä-
teträger aus korrosionsbeständigem Aluminiumguss mit Montage-
platte für Treiber; pulverbeschichtet

•  wahlweise Wandausleger mit Wandschild aus feuerverzinktem Stahl 
und Zierkappe aus Aluminium; pulverbeschichtet

• Abdeckung aus PMMA RESIST, klar, schlagzäh
•  komplett verdrahtet; mit Hilfe einer Steckkupplung unterhalb des 

Leuchtenkopfes
•  für Mastzopf ø 60mm oder ø 76mm; Wandleuchte: zum Anschrau-

ben an die Wand
•  separat zu bestellen: Kabel, Mast, Mastzubehör, Befestigungsma-

terial für Wandmontage; für DA LED: Lichtschott zur rückseitigen 
Entblendung 

•  luminaire head with canopy made of aluminium, with a special 
white, refl ective underside fi nish; inner laying frame made of 
stainless steel; base made of corrosion-resistant cast aluminium with 
plate for driver; powder coated

•  optionally wall bracket with wall shield made of hot-dip galvanised 
steel and cap made of aluminium; powder coated

• glazing made of PMMA RESIST, clear, high-impact resistant
•  completely wired; via a plug and socket connector below the 

luminaire head
•  for top entry ø 60mm or ø 76mm; wall luminaire: to be screwed to 

the wall
•  to be ordered separately: cable, pole, pole accessories, fi xing 

material for the wall installation; for DA LED: back light shield for no 
glare on the rear side

TORSTEN III DA - ø 76mm
DA+ 2x4/028 LED 13W/2.200lm/3.000K(2) 9.003.8207.17028-3
DA+ 2x4/028 LED 20W/3.200lm/3.000K(2) 9.003.8212.17028-3
DA+ 2x4/028 LED 26W/4.000lm/3.000K(2) 9.003.8227.17028-3
DA+ 2x4/028 LED 12W/2.300lm/4.000K(2) 9.003.8207.17028
DA+ 2x4/028 LED 19W/3.300lm/4.000K(2) 9.003.8212.17028
DA+ 2x4/028 LED 25W/4.100lm/4.000K(2) 9.003.8227.17028

DA+ 2x4/058 LED 13W/2.200lm/3.000K(2) 9.003.8207.17058-3
DA+ 2x4/058 LED 20W/3.200lm/3.000K(2) 9.003.8212.17058-3
DA+ 2x4/058 LED 26W/4.000lm/3.000K(2) 9.003.8227.17058-3
DA+ 2x4/058 LED 12W/2.300lm/4.000K(2) 9.003.8207.17058
DA+ 2x4/058 LED 19W/3.300lm/4.000K(2) 9.003.8212.17058
DA+ 2x4/058 LED 25W/4.100lm/4.000K(2) 9.003.8227.17058

ø 60mm 9.003.xxxx.15xxx(-3)
(2) 2 Module   2 modules

WL TORSTEN III DA 9.043.xxxx.15xxx(-3)
TORSTEN VI DA 9.006.xxxx.1xxxx(-3)
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